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TECHNICAL DATA SHEET 

 
 

Highly concentrated solution of iron oxide nanoparticles (Fe3O4) in demineralized water for 

professional purposes. The particles were coated with a deflocculating polymer, resulting 

in steric stabilization. The particles exhibit superparamagnetic properties. The product is 

completely VOC free and safe for the environment. 

 

Technical specification 

 

Component iron oxide (II, III) / magnetite  

Medium demineralized water 

Availability 0,5 L 

Particle size1 8 - 40 nm 

Particle purity 99,0 % 

Saturation magnetization (Fe3O4)2 91 emu/g (0,6T) 

Saturation magnetization (solution)2 8,9 emu/g (0,6T) 

Density (25 oC) 1,1 g/cm3 

Electrical conductivity (oC) 0,5 mS/cm 

pH (25 oC) 6,0 - 7,0 

Dynamic viscosity (25 oC)3  50-70 mPa*s 

Colour black 

Odor none 

 

The data in the table above are typical test values and are for reference only. The exact parameters 

of the products are available upon request. 

 
1 Based on scanning transmission electron microscopy images (STEM) 
2 Based on magnetization results 
3 Brookfield (RV02) 100 – 250 RPM 
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Applications 

Pigment concentrate 

Thanks to the particle size in the nano scale, IONSOL 12W is used as a high-performance 

black dye for plastic products and inks. The product is characterized by high stability thanks 

to the functionalization of the particle surface with a thin polymer coating. The product is 

used in the production of: 

● printing inks, tattoo inks, 

● plastic dyes, 

● masterbatches, gel coats. 

Due to the high thermal conductivity of iron oxides, IONSOL 12W can be used as a 

replacement for carbon blacks in the production of: 

● car tires, 

● rubber products. 

Magnetic products 

IONSOL 12W particles have superparamagnetic properties, which allows them to be used in 

industry: 

● ferrofluids, 

● magnetic paints, 

● magnetic boards. 

Electronics 

● magnetic carriers, 

● sensors, MRI, 

● semiconductor production. 

 

Storage and use 

The particles settle after a short time. Stir the solution well before use. Store the product at a 

temperature above 5 ° C and in a dark place. Protect the product against undesirable 

magnetic fields. For more information see the product safety data sheet. 

 


